
1440

900

450

225

1440

900

450

225

1200

980

490

245

1120

700

350

175

800

700

450

225

800

700

420

210

1440

900

450

225

1280

900

450

225

1000

840

490

210

800

700

450

225

800

560

420

175

1440

900

450

225

1440

900

450

225

1200

980

490

245

6.5

9

18

20

10

15

25

25

20

40

45

45

6

12

24

36

6

25

40

60

20

50

60

80

6.5

9

18

20

10

15

25

25

20

40

45

45

6

25

40

60

20

50

60

80

6.5

9

18

20

10

15

25

25

20

40

45

45

1

2.5

6

12

1

2.5

6

12

3

8

16

25

1.5

2.5

5

10

1.5

4

10

20

3

8

18

28

1

2.5

6

12

1

2.5

6

12

3

8

16

25

1.5

4

10

20

3

8

18

28

1

2.5

6

12

1

2.5

6

12

3

8

16

25

The horizontal payload of the Rod Type described above is that when an external guide is used.  Refer to the RCP4 Series Catalog.
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4

16

10
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2.5

20

12
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16
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20

12
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12
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3
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12
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12

6
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24

16
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32mm

52mm

58mm

73mm

32mm

52mm

61mm

52mm

58mm

73mm

52mm

61mm

52mm

58mm

73mm

Series Feature Type
External

view
Actuator

width
Stroke
(mm)

Ball screw
lead (mm)

Maximum
speed (mm/s)

Maximum payload (kg)

Horizontal Vertical

RCP4

Slider

Type

Motor

Straight

Side-mounted

Motor

Cleanroom

Slider

Type

RCP4CR
Slider

Type

SA3C

SA5C

SA6C

SA7C

RA3C

RA5C

RA6C

SA5R

SA6R

SA7R

RA5R

RA6R

SA5C

SA6C

SA7C

50 ~ 800

25 ~ 300

25 ~ 300

50 ~ 400

50 ~ 500

6

4

2

420

280

140

3

5

8

1.5

2.5

3.5

50 ~ 800

50 ~ 400

50 ~ 500

50 ~ 800

NEW

NEW

Rod

Type

(           )

Radial
Cylinder

Rod

Type

Radial
Cylinder

(           )

RCP4/RCP5

GB

RoboCylinder Series 

Product Overview

Slider / Rod Type with Straight or Side-mounted Motor



Refer to the individual catalog for the RCP5 Series.

Name
External

view
Model number Features

Max. number
of positioning

points

Input
power

Power
supply

capacity

Reference
page

Positioner type
Equipped with a high-output driver

Positioner type based on PIO control
512

points

24V DC

Refer to 

Robo-

Cylinder 

General

Catalog

Refer to 

Robo- 

Cylinder 

Refer to 

MSEP

Catalog

Refer to 

MSEP

Catalog

General

Catalog

Pulse-train type
PCON-CA-PWAI-PLN-2-0
PCON-CA-PWAI-PLP-2-0

Equipped with a high-output driver
Pulse-train input type

Equipped with a high-output driver 768
points

Positioner Multiple Axes Positioner type with PIO control available to 

connect 8 axes at maximum
3

points

Positioner Multiple Axes

available to connect 8 axes at maximum
256

points

Series Feature Type
External

view
Actuator

width
Stroke
(mm)

Ball screw
lead (mm)

Maximum
speed (mm/s)

Maximum payload (kg)

Horizontal Vertical

16

10

5

2.5

20

12

6

3

24

16

8

4

16

10

5

2.5

20

12

6

3

24

16

8

4

20

10

5

10

5

2.5

20

10

5

10

5

2.5

 600<450>

 300<250>

150

 250<167>

125

63

400

200

100

 200<140>

100

50

30

60

100

80

150

300

30

60

100

80

150

300

5

40

70

80

100

150

5

40

70

80

100

150

1260

785

390

195

1440<1280>

900

450

225

1200

 980<840>

490

 245<210>

1120<840>

700

350

175

800

700

450

225

 800<600>

 700<560>

420

210

4

10

12

12

10

15

25

25

20

40

45

45

6

15

28

40

6

25

40

60

20

50

60

80

1

2.25

4.5

9

1

2.5

6

16

3

8

16

25

1.5

2.5

5

10

1.5

4

10

20

3

8

18

28

40mm

58mm

73mm

40mm

58mm

73mm

88mm

108mm

88mm

108mm

50 ~ 500

50 ~ 800

50 ~ 800

60 ~ 410

65 ~ 415

70 ~ 520

50 ~ 700

50 ~ 800

50 ~ 700

50 ~ 800

RCP5

Slider

Type

Motor

Straight

Side-mounted

Motor

SA4C

SA6C

SA7C

RA4C

RA6C

RA7C

RA8C

RA10C

RA8R

RA10R

Field network type

Applicable Controllers for RCP4/RCP5

Rod

Type

(           )Radial
Cylinder

Rod

Type

(           )Radial
Cylinder

PCON-CA-P     -NP-2-0
PCON-CA-P     -PN-2-0

PCON-CA-P     -     -0-0

MSEP-     -     - ~ -NP-2-0
MSEP-     -     - ~ -PN-2-0

MSEP-     -     - ~ -     -0-0

*The encoder type comes in     .  Incremental Type is “WAI” and Simple Absolute is “SA”.  *Either Type C or LC comes in     .  6 axes are available to connect at the maximum if LC.

28P     

omes in     .  I

     

P     

          

omes in     .  6 axomes in     .  6 axomes in     .  6 ax

          

                                                       

     1

1

     1
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